PARTIALLY REMOVE EXISTING SLAB AS REQUIRED TO INSTALL NEW CONSTRUCTION.
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#4 x 2'-0" LONG DOWELS i
AT 2-0" 0.C. EPOXY o #AT12
" s GROUTED 4" INTO
Z CLEAR a EXISTING CONCRETE. #5 DOWELS
AT 12" WITH
=k { A 2'-0" LONG

" 7 BOTTOM LEG

——

EXISTING BEARING WALL
V.I.F. PROVIDE SHORING
SYSTEM DESIGN BY

CONTRACTOR, SEE PLAN.
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PARTIALLY REMOVE ———a|

EXISTING FOOTING AS

REQUIRED TO INSTALL
NEW PIT, V.I.F.

#6 DOWELS WITH 12" HOOK
EPOXY GROUTED 12" INTO

EXTEND AND EPOXY GROUT
HORIZONTAL BARS 8" INTO
EXISTING COLUMN.

SEE 2/S3.1 FOR
ADDITIONAL
INFORMATION

EXISTING CONCRETE.

MAT/FOOTING WITH l 5 & SUMP PIT
#5 AT 12" EACH WAY, +— w BEYOND WITH
TOP AND BOTTOM. o (2) #4 BENT e oA OR

N BARS EACH

o . WAY FOOTING WITH

© . CONCRETE.
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